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Frequency Hopping WLAN in the presence of IEEE 802.15.1 Interference ... 

grouper.ieee.org/groups/1451/5/Other%20Documents/IEEE%20802.15.4%20lnterf% 
20desc.doc - Similar pages 

[ppt] IEEE P802.15 Working Group for Wireless Personal Area Networks 

File Format: Microsoft Powerpoint 

Tx Power 25 mW. Bluetooth Master. TX Power 1 mW. Bluetooth Slave,. Tx Power 1 mW. 
Data. ACK. Data. Impact of WLAN. Interference, on Bluetooth. Performance ... 

grouper.ieee.org/groups/802/15/pub/2001/Mar01/01143r0P802-15_TG2-lnterference- 
Aware-Scheduling-Techniques.ppt - Similar pages 

[pdf] Master-slave cluster-based multihop ad-hoc networking ... 
File Format: PDF/Adobe Acrobat 

master-slave cluster-based mobile ad-hoc network architecture for ... using WLAN 
technology. IEEE 802.1 1 frequency hopping spread ... 

ieeexplore.ieee.org/iel5/2220/25380/01 13751 0.pdf?arnumber=1 137510 - SimHaLeages 

[pdf] Dynamic self-configurable master-slave architecture for ad hoc ... 

File Format: PDF/Adobe Acrobat 

One of the most prominent technologies spreading in the last ... master-slave architecture 
is detailed. Master nodes emulate, central stations, while slave ... 

ieeexplore.ieee.org/iel5/9623/3041 3/01400592.pdf?arnumber=1400592 - Similar pages 

[pdf] Bluetooth and WLAN Coexistence: Challenges and Solutions 

File Format: PDF/Adobe Acrobat - View as HTML 

While the spread spectrum and power rules are fairly effective in dealing with ... Given a 
master/slave slot pair and their associated frequencies as ... 

www.antd.nist.gov/pubs/golmie__CompCommMagazine03.pdf - Similar.pages 

[doc] Call for Submissions on Coexistence Mechanisms 
File Format: Microsoft Word - View as HTML 

Placement: (x, y) coordinates in meters, 1 BT master at. (0.5,0.5), and its BT slave, at (-0.5, 
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